








Installation

To maximise the collection of sub-surface water the Bridgdek unit

should be bedded as near to the waterproofing layer as possible

and care should be taken to avoid any surface damage during the

drainage installation procedure. Specific Installation details are

available on a separate data sheet.

Expansion Joint Assembly

Prior to the Bridgdek Expansion Joint assembly installation, all pipe 

sleeving should be cast in place and aligned across the movement joint.

The pipe sleeve size and arrangement should be able to accommodate

the bridge articulation and associated movements with an allowance for

the free movement of the expansion joint linkage. To avoid any possible

interference between bridge movement joint and the pipe sleeve 

arrangement, consultation with the joint manufacturer is advisable. 

If however, additional clearance is necessary, this can be achieved by

simply off-setting and cranking the Bridgdek expansion joint linkage. 

All pipe sleeving is to be supplied by the contractor.
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Generic Specification

Two Piece Unit (Composite top and ductile base) The combined kerb

and drainage system shall be a two part pre-assembled unit 

comprising of a high strength polyester composite colour coded top

mounted onto a ductile iron base channel. The base unit shall 

incorporate an isolated inner channel with its own side entry facility

for positive drainage at waterproof level. (additional slots along the

front face of the unit shall provide access into the channel for 

draining porous asphalt). The unit shall have a total flow capacity of

not less than ………….litres / second at a gradient of ………….%.

An anti displacement feature shall be formed within the unit to 

provide added stability against accidental wheel impact forces. 

The system must also be capable of allowing continuity of drainage

across bridge movement joint installations.Specification details for

each of the products in the Bridgdek range can be obtained by 

contacting our technical department.

Channel Capacity (Full Flow)
UNIT SIZE GRADIENT FLOW VOLUME VELOCITY

LTS/S M3/S M/S

18.00 0.018 0.545

25.00 0.025 0.771

39.00 0.039 1.220

56.00 0.056 1.725

79.00 0.079

1:500 0.2%

1:250 0.4%

1:100 1.0%

1:50 2.0%

1:25 4.0% 2.439

300mm 
Units

30.00 0.030 0.611

43.00 0.043 0.865

68.00 0.068 1.367

96.00 0.096 1.933

135.00 0.135

1:500 0.2%

1:250 0.4%

1:100 1.0%

1:50 2.0%

1:25 4.0% 2.734

450mm 
Units

Galvanised mild steel protective
cover plate 1000mm (+50 mm) long._

100mm & 50mm diameter galvanised 
mild steel linkages with flexible 
connection pipes.

Cast-in End Plate with
Integral Pipe Spigots. 

Bridgdek End Unit (1)

Bridgdek End Unit (2)

Flow

To be cut out in-situ where 
concrete plinths exist.
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DUNPARK CIVILS & LINTELS - BILSTON
Anchor Lane, Bilston, West Midlands. WV14 9NE
Tel: 01902 491111 Fax: 01902 490111
bilston@civilsandlintels.co.uk

WILLIS CIVILS - BRAINTREE
3 Tamdown Way, Springwood Industrial Estate,
Braintree, Essex, CM7 2QL.
Tel: 01376 550550 Fax: 01376 340340
braintree@civilsandlintels.co.uk

WILLIS CIVILS - BURY ST EDMUNDS
Sumner Road, Shepherds Grove Ind.Est.East, 
Stanton, Bury St Edmunds, Suffolk, IP31 2AR
Tel: 01359 253880 Fax: 01359 253881
bury@civilsandlintels.co.uk

CORBY CIVILS & LINTELS - CORBY
Willowbrook North Industrial Est., Genner Road, 
Corby, Northamptonshire, NN17 5FD
OPENING 2008

CRAMLINGTON CIVILS - CRAMLINGTON
DTS International Freight Depot, Nelson Way, 
Cramlington, Northumberland, NE23 1WG
Tel: 01670 717887 Fax: 01670 717557
cramlington@civilsandlintels.co.uk

ERITH CIVILS & LINTELS - ERITH
Viking Way, Church Manorway Ind. Est., 
Erith, Kent, DA8 1EW
Tel: 01322 446200 Fax: 01322 435894
erith@civilsandlintels.co.uk

COOPER CLARKE CIVILS & LINTELS - FARNWORTH
Bloomfield Road, Farnworth, Bolton BL4 9LP
Tel: 01204 862222 Fax: 01204 795296
farnworth@civilsandlintels.co.uk

HENDRICKS CIVILS & LINTELS - HUTHWAITE
Nunn Brook Rd, County Industrial Est,
Huthwaite, Notts. NG17 2HU
Tel: 01623 440330 Fax: 01623 440269
huthwaite@civilsandlintels.co.uk

HENDRICKS CIVILS & LINTELS - OLDHAM
Stock Lane, Chadderton, Oldham. OL9 9EY
Tel: 0161 627 0888 Fax: 0161 627 1888
oldham@civilsandlintels.co.uk

HENDRICKS LINTELS - RUISLIP
Goods Yard, West Ruislip Station, Middlesex. HA4 7DY
Tel: 01895 675002 Fax: 01895 677447
ruislip@civilsandlintels.co.uk

WARRINGTON CIVILS & LINTELS - WARRINGTON
Wilson Patten Street, Warrington, WA1 1HN.
Tel: 01925 255700 Fax: 01925 416520
warrington@civilsandlintels.co.uk

HENDRICKS LINTELS - WESTBURY
Chemical Road, West Wilts Trading Estate, 
Westbury, Wilts. BA13 4JN
Tel: 01373 827275 Fax: 01373 865243
westburyl@civilsandlintels.co.uk

HENDRICKS CIVILS - WESTBURY
Broadway North, West Wilts Trading Est, 
Westbury, Wilts. BA13 4JX
Tel: 01373 823537 Fax: 01373 858040
westburyh@civilsandlintels.co.uk
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